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Freestanding mPoster
Specification

Mammoth’s new mPoster products make it easy to replace static and expensive backlit printed signs with
new high-impact high-definition digital posters. These new mPoster products feature built-in memory for
storing important content as well as a powerful management tool featuring a content scheduler, duration
timer and special effects editor for image transitions. Easy loading of content is provided through USB port
or can be connected to an IP network with the RJ45 Ethernet connection. Mammoth'’s mPoster products are
available in various sizes and models and can be free standing or wall mounted.

™ Model EP7002 series EP5202 Series EP4602 Series EP5222 EP4619 EP4646
=
.g Diagonal Size 70" 52" 46" 52"/21.6" 46"/ 19" 46" / 46"
(-] Aspect Ratio 9:16 Portrait 9:16 Portrait/ 16:9 Landscape | 9:16 Portrait/ 16:10 Landscape| 9:16 Portrait
g Native resolution 1080x1920 1080x1920 1080x1920 1080x1920 / 1366x768 1080x1920 / 1440x900 1080x1920
'S Brightness 600 500 500 600 nits/ 350 nits 500 nits / 250 nits 500 nits
g Contrast ratio 1,500:1 2,000:1 2000:1 1,500:1/ 2,000;1 20,00:1/1,000:1 2,000:1
(7) View Angle 178 Horizontal/ 178 Vertical 178 Horizontal/ 178 Vertical
Display area 875(H)x1554(V) 640(H)x1144(V) 562.54(H)x1008.35(V) 34.5x61.0/477.4 x268.4 | 562.5x1008.3 / 410.4x 256.6 562.54(H)x1008.35(V)

g’ Dimension 1052x2164x600 804x1950x450 706x1700x450 804 x2150x 500 705x1950x500 706x1700x750
Iﬁ Cabinet Metal Metal Metal Metal Metal Metal
g Tempered Glass 5mm 5mm 5mm 5mm 5mm 5mm
- External Ports RJ45, USB RJ45, USB RJ45, USB RJ45, USB RJ45, USB RJ45, USB

Speaker 5W+5W 5W+5W 5W+5W 5W+5W 5W+5W 5W+5W

Option 1 Option 2 Option 3 Option 4 Option 5

- Embeddedd Player-1 Embedded Player-2 X86 Player RISC base player Touch
[—) Feature: Feature: Feature: Feature: 1. IR touch
'E 1. PlaybackVideo and 1. Playback Photo, 1. Support windows or linux 1. Playback Video, photo and 2. Optical touch
i Photos repeatedly background music and base signage software to ticker by scheduling 3. Prejective capacitive touch
[—) 2. Schedule power on/off ticker by scheduling play any kind of content and 2. Remote content updating.
(7] 3. provide multiple signal 2. Schedule power on/off RSS, web site information 3. Signage Manager express
L] interface for external player 3. Remote content updating. 2. Schedule power on/off included.
g Specification: 4. ePoster Manager 3. compatible with any kind 4., SMIL open standard
(] 1. Video: MPEG2,4 H.264 Express included of standard software Model:
— 2. Photo: Jpg Specification: Model: 480P: NMP-210
= 3. Music: MP3 1. Video: NA 1080P: NMP-640, 1080P/Multizone : NMP-560
(-5} 4. Ticker: NA 2. Photo: JPG 1080p/Multi zone: NMP-710
= 5. HDMI, AV, VGA/YPbPr 3. Music: MP3
g external interface 4. Ticker: txt
—_—




